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Technical Details

Inlet Spotter
Technical	data Inlet	Spotter Inlet	Prefeeder

Length 3.85 m (12 ft 8 in) 3.7 m (12 ft 2 in)

Width 1.55 m (5 ft 1 in) 1.1 m (3 ft 7 in)

Height 2.1 m (6 ft 11 in) 2.0 m (6 ft 7 in)

Weight 2,800 kg (6,173 lbs) 500 kg (1,102 lbs)

Working width 265–1,350 mm (10.43–53.15 in)

Diana Feeder
Technical	data Diana	Feeder

Board material  Folding boxboard 200–800 gsm

Production speed
(according to the production
speed of the folding
carton gluer) 

up to 650 m/min (2,133 ft/min)

Open blank width 100–900 mm (3.94–35.43 in)

Blank length 90–600 mm (3.54–23.62 in)

Drive rating 1.5 kW

Installed power 3 kVA

Length 2 m (6 ft 7 in)

Width 1.2 m (3 ft 11 in)

Combination (L × B) 3.6–4.2 × 1.2 m (11 ft 10 in–13 ft 9 in × 3 ft 11 in)

Weight (net) approx. 650 kg (1,433 lbs)

Weight (gross) approx. 800 kg (1,764 lbs)


